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WASHER SLINGER

CRT. REQ. # 1

NAMEPLATE

6.312 3.500

9.812

.250 MIN.

7 LEADS # 18, .062 THICK INSUL
.500 STRIPPED, EXTEND BEYOND
MOTOR:
PUR= 36.0, WHT= 36.0,
(2) RED= 36.0, ORG= 36.0,
YEL= 36.0, BRN= 36.0

GREEN GROUND LEAD#16,
.031 THICK INSUL TO BE
10" BETWEEN CENTER OF 
TERMS. TERM TO FIT 5/16 STUD TERMINAL

AUTOMATIC 
THERMAL 
PROTECTOR

A

R. MORALES M. LARGENT B. GAITAN 793743

C6402-01

13-NOV-12

UPDATED ENGINEER APPROVED TO B. GAITAN

K55HXCLG-1465 WHOLESALE - HAC 3/4 & 1/2
208-230 /

460 & 380 4.6/2.3 60 & 50 1075 & 925 C.CW. LEAD END 1254

LOW VOLTAGE
LINE - PUR
LINE - YEL & WHT

JUMPER BRN & ORG

HIGH VOLTAGE
LINE - PUR
LINE - YEL
JUMPER WHT & ORG
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ISOLATE BRN

NOTE: SUPPLY WASHER SLINGER - DETACHED

2.000

GROMMET

REV.
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